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INTRODUCTION

General Info

How to Use This Manual

This supplement contains information specifically applicable to the
1987 PRELUDE. Refer to Base shop manuals (No. 62SB0O00 and
62SB022) as the general source for service procedures applicable
to this model. The first page of each section is marked with a black
tab that lines up with one of the thumb index tabs on this page. You
can quickly find the first page of each section without looking
through a full table of contents. The symbols printed at the top cor-
ner of each page can also be used as a quick reference system.

Each section includes:
1. A table of contents, or an exploded view index showing:
» Parts disassembly sequence.
» Bolt torques and thread sizes.
+ Page references to descriptions in text.
. Disassembly/assembly procedures and tools.
. Inspection.
. Testing/troubleshooting.
. Repair.
. Adjustments.
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Special Tools

Specifications

Maintenance

Special Information

Indicates a strong possibility of severe personal injury
or loss of life if instructions are not followed.

CAUTION: Indicates a possibility of personal injury or equipment
damage if instructions are not followed.

NOTE: Gives helpful information.

CAUTION: Detailed descriptions of standard workshop proce-
dures, safety principles and service operations are not included.
Please note that this manual does contain warnings and cautions
against some specific service methods which could cause PERSON-
AL INJURY, or could damage a vehicle or make it unsafe. Please
understand that these warnings cannot cover all conceivable ways
in which service, whether or not recommended by American
Honda, might be done, or of the possible hazardous consequences
of each conceivable way, nor could American Honda investigate all
such ways. Anyone using service procedures or tools, whether or
not recommended by American Honda, must satisfy himself thor-
oughly that neither personal safety nor vehicle safety will be jeopar-
dized.

All information contained in this manual is based on the latest prod-
uct information available at the time of printing. We reserve the
right to make changes at any time without notice. No part of this
publication may be reproduced, stored in retrieval system, or trans-
mitted, in any form by any means, electronic, mechanical, photo-
copying, recording, or otherwise, without the prior written permis-
sion of the publisher. This includes text, figures and tables.
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Outline of Model Changes

1800
ITEM MODELS DESCRIPTION gEF'
KE | KT | KF [ KG | KB | KX | KS |[KW | KR | KY ECTION
Models equipped with :
ET2 Engine O O Newly released models with AT 83
Manual Transmission OO0 0 |0 O | O | O | O | oil Capacity is changed S
Automatic Transmission O Gear Ratio is changed E—
Fuel and Emission N stem for models
Control System (for O O evr\: ZYI' is added —
ET2 Engine) wit s adde
Headlights o Equipped with Dim-Dip Lighting §25
System
2000
M
ITEM ODELS DESCRIPTION REF.
KQ | KE | KF |KG | KB | KX | KS |KW | KY SECTION
. The piston skirt is coated with
Piston -
'sto 01010100 01010 molybdenum
Manual Transmission O Gear Ratio is changed e
Cruise Control O Newly equipped to KQ type §25
Headlights o Equipped with Dim-Dip Lighting §25
System
Door Mirrors O QO | Equipped with Power Door Mirror 825
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Chassis and Engine Numbers "~

— Vehicle Identification Number {20000 ——————, — Engine Serial Number
JHMBA21400C100001 (Fuel-injected Engine) B20A1 - 2000001

Model Name j— ’7 Engine Type :l

BA2: PRELUDE 2000 B20A1: 2000 DOHC Engine

BA3: PRELUDE (KQ, KY) A20A4: 2000 SOHC Engine
Transmission Group

1: 5-speed

2: Automatic Model Year
Vehicle Version 2: 1987

Transmission Group

Model Year 0: 5-speed

0: 1987 3: b-speed (KX)
Plant 7: 5-speed and Automatic (KY, KQ)

C: Sayama Plant Serial Number
Serial Number §

Engine Serial Number

— Vehicle Identification Number (1800) ———— (Carbureted Engine) ET — 5000001
Engine Type I
JHMAAB5220C400001 ET- 1800 STD and EX
Model Name —l_ [TH ET2: 1800 EXC
AB: PRELUDE Engine Year
Transmission Type 5: 1987 STD and EX
5: 5-speed 4: 1987 EXC

: . Transmission Type

7: Automatic 0: With Manualv'leransmission (STD and EX)

Number of Doors 5: With Automatic Transmission (STD and EX)
2: 2 Door 7: With Manual Transmission (EXC type)

9: With Automatic Transmission (EXC type)

Serial Number

Vehicle Version

2: STD
:73.: E))éc — Transmission Number
Plant (Manual Transmission)

B2K5 — 2000001

e - 200000,

C: Sayama Plant

Transmission Type
B2K5: for B20OA1 Engine
A2K5: for A20A4 Engine
A2AS5: for ET Engine
B2X5: for B20A1Engine KX type
Serial Number

Model Year
04: 1987

Serial Number

— Transmission Number

(Automatic Transmission)
F4 — 6000001

Transmission Type _I_
F4: for 2000 Engine
AS: for 1800 Engine
Serial Number




Ildentification Number Locations ﬂ

Chassis Number

IDENTIFICATION PLATE
(C MODEL)

Transmission Number Transmission Number Engine Number
(Automatic) (Manual)

1-3



Label Locations

Fuel-Injected Engine:

HEADLIGHTS ADJUSTING
CAUTION

TYPICAL CONTROL
INFORMATION

RADIATOR CAP

CAUTION

BATTERY CAUTION

~

™

RADIATOR CAUTION

TIRE INFORMATION

~

COOLING FAN CAUTION}
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Carbureted Engine:

TYPICAL CONTROL
INFORMATION

( )

RADIATOR CAUTION

_J

HEADLIGHTS ADJUSTING
CAUTION

BATTERY CAUTION

SPARK PLUG
SERVICE

COOLING FAN CAUTION

AIR CLEANER, OIL and
FILTER SERVICE

RADIATOR CAP

CAUTION

TIRE INFORMATION
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Lift and Support Points

— Hoist

1. Place the lift blocks as shown.
2. Raise the hoist a few inches and rock the car to be sure it is firmly supported.
3. Raise the hoist to full height and inspect lift points for solid support.

\ PGS When heavy rear components such as suspension, fuel tank, spare tire and trunk lid/hatch are to be remov-
ed, place additional weight in the trunk before hoisting. When substantial weight is removed from the rear of the car, the
center of gravity may change and can cause the car to tip forward on the hoist.

NOTE: Since each tire/wheel assembly weights approximately 13.6 kg (30 Ibs)}, placing the front wheels in the trunk can
assist with the weight transfer.

LIFT BLOCK
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— Floor Jack

Center the jacking
bracket in the middle
of jack lift platform.

Rear

LIFT PLATFORM

1. Set the parking brake and block the wheels that are
not being lifted. ® Always use safety stands when working on or
under any vehicle that is supported by only a
2.  When lifting the rear of the car, put the gearshift jack.
lever in reverse (Automatic in PARK). ® Never attempt to use a bumper jack for lifting or
supporting the car.
3. Raise the car high enough to insert the safety
stands.
4. Adjust and place the safety stands as shown on
page 1-8 so the car will be approximately level,
then lower the car onto them.
Front

Center the jacking
bracket in the middle
of jack tift platform.

LIFT PLATFORM

{cont’d)




Lift and Support Points (cont’d)

r Safety Stands

FRONT SUPPORT POINT

SAFETY STAND

REAR SUPPORT POINT
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Towing

— Towing

1.

If possible, always tow the car with the front wheels off
the ground. Do not use the bumpers to lift the car or to
support the car’s weight while towing. Check local
regulations for towing with a chain or frame-mounted
tow bar. A chain may be attached to the hook shown in
the illustration. Do not attach a tow bar to either
bumper.

If the car is to be towed with four wheels on the ground,
observe the following precautions:

Wheels and axle must not be touching the body or
frame.

Turn the ignition key to the “‘I’’ position and make
sure the steering wheel turns freely.

Place the transmission in NEUTRAL.
Release the parking brake.

DO NOT exceed 55KPH (35 MPH) for distances of
more than 80 km (50 miles).

TOWING POINT
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